EN397 / ANSI

Standard: EN397 ANSI Z89.1
Protecting Abilty: Anti-puncture Anti-shock insulate
Adjust manner: A:plug B:ratchet C:auto-locking

A: plug B: ratchet C: auto-locking

Fix head suspension: 4 point 6 point 8 point
Weight: (shell weight + head suspension weight)
Packing: Assembly

Packing: Separately

FBO-AY1 Ratchettype
ABS 480G
25pcs 10/8kg
20x51x44cm 5750pcs/20°

FBO-AY2 Ratchettype
ABS 480G
25pcs 10/8kg
20x51x44cm 5750pcs/20°
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EN397 / ANSI

8 point

292g + 79g

24pcs 10 / 8kgs

57 x45 x55cm 4800pcs / 20
30pcs 12 / 10kgs

57 x45 x55cm 6000pcs / 20

8 point

292¢g + 90g

20pcs 10 / 8kgs

57 x45 x55cm 4000pcs / 20
128pcs 11 / 10kgs

57 x45 x55cm 5600pcs / 20

FBO-HP1

8 point

302g +91g

24pcs 11 / 9kgs

57 x45 x55cm 4800pcs / 20
28pcs 12 / 10kgs

57 x45 x 55cm 5600pcs / 20

8 point

302g + 112g

20pcs 9 / 8kgs

57 x 45 x 55cm 4000pcs / 20
26pcs 12 / 10kgs

57 x 45 x 55cm 5200pcs / 20

FBO-HP2 ce (ansi

4 point

324g + 91g

28pcs 13 / 9kgs

57 x45 x 55cm 5600pcs / 20°
30pcs 14 /| 13kgs

57 x 45 x 55cm 6000pcs / 20°

4 point

324g + 112g

20pcs 11 / 9kgs

57 x45 x 55cm 4000pcs / 20"
28pcs 14 / 13kgs

57 x45 x 55cm 5600pcs / 20°

FBO-HP3

Ce )
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EN397 / ANSI

FBO-HP4

4 point

299g + 91g

24pcs 11 / 10kgs

57 x45x 55cm 4800pcs / 20°
32pcs 14 [ 13kgs

57 x45x 55cm 6400pcs / 20’

4 point

299g + 112¢g

20pcs 10 / 8kgs

57 x 45 x 55cm 4000pcs / 20’
30pcs 14 / 13kgs

57 x 45 x 55cm 6000pcs / 20’

q3

8 point

299¢g + 91g

24pcs 11 / 10kgs

57 x45 x 55cm 4800pcs / 20
28pcs 13 / 11kgs

57 x45 x 55cm 5600pcs / 20

8 point

299g + 112g

20pcs 10 / 7kgs

57 x45 x 55cm 4000pcs / 20
26pcs 13 / 11kgs

57 x45 x 55cm 5200pcs / 20

FBO-HP6 g

8 point

299g + 91g

24pcs 11 / 10kgs

57 x45 x55cm 4800pcs / 20
28pcs 13 / 11kgs

57 x45 x 55cm 5600pcs / 20

8 point

299g + 112g

20pcs 10 / 9kgs

57 x 45 x 55cm 4000pcs / 20°
26pcs 13 / 11kgs

57 x45x 55cm 5200pcs / 20°

FBO-HP7

(€ &)
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FBO-HP11

FBO-HP13

(€ @)

4 point 310g+ 112g

20pcs 13 / 11kgs

66 x 57 x51cm 2920pcs / 20°
28pcs 15 / 13kgs

66 x 57 x51cm 4088pcs / 20°

EN397 / ANSI

C€

320g + 112g
30pcs 14.3 / 13kgs

FBO-D028 6 point

62x46 x57cm 5100pcs / 20°

FBO-HAB12 4 point

HDPE / ABS

310g + 95g

28pcs 14 [ 12kgs

57 x 56 x 66cm 3780pcs / 20°

8 point

331g +91g

20pcs 11 / 9kgs

59 x47 x 50cm 4000pcs / 20
24pcs 12 / 11kgs

59x47 x50cm 4800pcs / 20

8 point

331g + 118g

20pcs 11 / 9kgs

99 x47 x50cm 4000pcs / 20
24pcs 12 / 11kgs

99 x47 x50cm 4800pcs / 20

CE
FBO-HAB10 6 point
HDPE / ABS
310g + 120g
28pcs 14 / 12kgs
57 x56 x66cm 3780pcs / 20




EN397 / ANSI

C€ e

FBO-HABS 4 point FBO-HABG6 8 point

334g +91g 310g + 112¢g

24pcs 11 / 10kgs 20pcs 10 / 9kgs

57 x 45 x55cm 4800pcs / 20° 57 x45 x55cm 4000pcs / 20
28pcs 13 / 11kgs 26pcs 13 / 11kgs

57 x 45 x 55cm 5600pcs / 20° 57 x45 x55cm 5200pcs / 20

‘ 4
c € =
FBO-HF508-1 FBO-B1018 plugtype/ratchettype
6 point PE: 222g+97g
PE: 281g + 90g ABS:260g+97g
40pcs 15 / 14kgs 30pcs 12/11kgs
55 x45 x53cm 64x29x55cm 8250pcs/20’
8600pcs / 20'
ABS: 299g + 90g
‘ CE !
FBO-B1006 6 point FBO-AMY-3 4 point
plug type PE: 219g + 95g
PE: 350g ABS: 390g ABS: 249g + 95¢g
30pcs 12/11kgs 30pcs 12.5 / 11kgs
50x43x49cm 66 x 28 x 60cm
8000pcs/20" 7650pcs / 20°
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FBO-JL-B0216 point
PE: 240g + 72g
40pcs 16 / 15kgs

52 x46 x60cm 9000pcs / 20

40pcs 16 / 15kgs

9 2 ’

FBO-JL-BO0S5 6 point

96.5x44 x57cm 9000pcs / 20°

FBO-AMY-4 4 point

O°

FBO-AMY-6 4 point

PE: 204g + 95g ABS: 234g + 95¢g

30pcs 12 / 11kgs
50x43 x49cm 7500pcs / 20’

FBO-JL-BOO7 4 point
PE: 174g + 50g
50pcs 15 / 14kgs
52 x 45 x 46cm
13600pcs / 20’

FBO-TYN

6 point (28x22x15mm)
Solar powered ratchet type
(when receipt of sunlight, fan diameter:63mm
fan can be rotated, Can cooling) PE 370G
solar plate:0.30W 40pcs 57x48x85cm
5000pcs/20’

EN397 / ANSI

PE: 200g + 80g
50pcs 18 / 17kgs
92X 45 x55cm
11250pcs / 20

ratchet type

PE: 294g+99g

ABS: 324g+99g

30pcs 12/11kgs
50x43x48cm 8400pcs/20°




EN397 / ANSI

C€

FBO-RC1203 Material: PE + Polyethlence FBO-TC12 Material: PE + Polyethlence
25pcs 12.5/10.5kgs 25pcs 9/7kgs
50x30x21cm 22250pcs/20° 55x37x38cm 9050pcs/20°

FBO-BCO1 FBO-BCO02 FBO-BCO3

FBO-BCR2

FBO-BCR4 FBO-BCF2 FBO-BCF1
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